
Ford Ficm Repair 



We use the best replacement electronic components to repair your FICM to allow us to give 
you a Lifetime Warranty on our service. We use the BEST replacement electronic 
components to allow us to give a LIFETIME VOLTAGE WARRANTY on our repair. 

After the rebuild, we TEST your FICM in our 2006 F250 to ensure it produces the proper 
voltage and runs great. 

Drop Off Customers $100 cash - done while you wait (must make an appointment) 
Can't test or don't feel comfortable testing your FICM? We can test your FICM in our truck 
for $25 plus $20 shipping. 

m 



* FICM Voltage Testing 

1. Remove the two bolts that hold the coolant reservoir to 
the cowl and push the reservoir out of the way forward 
and to your right. You do not need to disconnect any of 
the hoses. 

2. On top of the FICM is a small cover held on by two #20 
Torx screws; remove these two screws and pry the cover 
off. 

3. Take a multi-meter set on DC volts and connect the M 
ground lead to battery negative, and with the key ON il 
measure the voltage at the screw on your right — closest 
to the driver's side fender Do not let the probe of the 
meter touch the FICM housing or permanent damage will 
occur! The voltage should be right at 48 volts. Anything 
between 47 and 49 is good. 

4. Have an assistant cycle the key and measure the voltage 
during the initial key-on buzz test. Voltage should not 
drop below 46 volts. 




FICM Removal 




1. Start with a cool engine and truck. 

2. 2. Remove and reposition the coolant reservoir You can do this without draining the 
coolant as long as the reservoir is tilted to the right (driver's side). Remove these using 
the 8mm socket. 

3. 3. Slide the tank forward slightly and Loosen and slide the (2) hose clamps down the 
hose. Remove the hoses and Tilt the tank to the right while sliding it forward and out of 
the way of the FICM. There will be some pressure in the system and some coolant can 
spill from the hoses. You can position the hoses upward or tie them up with zip ties to 
keep coolant loss to a minimum. 



For more information please 

visit 

http : / /www.ficmfixer.com 



